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EXIST. AGG. SHOULDER & ___EXIST. 1’ BIT. SAFETY

MIX. C, NSO (1 172 ")

PROP, BIT. CONC. SUR. CSE., SUPER., / /

SHOULDER EACH SIDE

EXIST. 3 TO 5 BIT. SURFACE OVER

*MATCH EX. SLOPE

VAR. DEPTH CR. ST. AND BIT. PAVT.
TOTAL AVG. DEPTH IS 107
(SEE PAVEMENT CORE SCHEDULE, SHT. 2)

TO BE USED:
STA. 3+73 TO 146+57

STA. 159431 TO STA, 300+09 (NORTH BUTT JT. S.N. 033-0060)
STA. 301+16 (SOUTH BUTT JT. S.N. 039-0060) TO STA. 335+53
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EXIST. AGG. SHOULDER A A B :

PROP, BIT. CONC. SUR. CSE., SUPER.,
MIX. C, N39O (1 1/2 ")

EXIST. 10" PCC PAV‘T.

PROP. LEVEL. BINDER (MACHINE METHOD),
MIX. €, TY, 2 (1"

TO BE USED:
STA. G+B2 TO STA, 3+73 (END OF PCC PAV‘T)

TYPICAL SECTION - FAS 1909 (IL.127 )




